
MB001 
MERCEDES Sprinter  – 208 / 308 / 408 / 508 D    
Dal 1995 al 2000 - Motore OM601 –  2299 cc  –  4 cilindri  –  senza A/C  
From 1995 to 2000 - Engine OM601 –  2299 cc  –  4 cylinders - without A/C 
 
MERCEDES Sprinter  –  216 / 316 / 416 / 516 TD 
Dal 1995 al 2000 - Motore  OM602  – 2874 cc. –  5 cilindri –  senza A/C  
From 1995 to 2000 - Engine OM602 – 2874 cc. –  5 cylinders - without A/C 
 
Istruzioni di montaggio kit innesto elettromagnetico 

- Smontare ed eliminare la cinghia motore 
- Montare il supporto innesto elettromagnetico fissandolo nei fori filettati a b c (foto 1) 
- Montare innesto elettromagnetico completo di pompa (foto 2) 
- Montare staffa di rinforzo R (foto 2) 
- Montare la cinghia fornita 

 
Electromagnetic coupling kit installation instruction 
- Discard engine belt 
- Mount the electromagnetic clutch bracket , fix in the threaded holes a b c  (photo 1) 
- Mount electromagnetic clutch complete with pump (photo 2) 
- Install reinforcement bracket  R (photo 2) 
- Install supplied  engine belt (photo 3) 
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